
An essential for foodservice kitchens, the CDN 
Folding Thermocouple Thermometer (TCT572) is quick 
and precise. The TCT572 features a highly durable 
design that is water resistant, shatterproof, and is 
manufactured with BioCote®, an antimicrobial agent. 

With its 1.5 mm thin tip, large digital readout 
and easy-to-press buttons, this NSF® Certified 
thermometer has rapid response for accurate 
temperature measurements in a wide range from  
-58 to +572°F/-50 to +300°C. The display can also  
be backlit for low light conditions.

FEATURES
• NSF® Certified
• 3-6 second response
• 1.5 mm thin tip
• Field calibration
• Water resistant
• Max/Min
• Food-safe ABS plastic with BioCote®

SPECIFICATIONS
Measurement Range: -58 to +572°F/-50 to +300°C
Display Size: 1.875 W x 0.75 H (in)/ 

4.8 W x 1.9 H (cm)
Sensor Length: 4.25"/10.8 cm probe
Resolution: 0.1°F/0.1°C
Accuracy: ±1.8°F
Power: Two 3V IEC CR2032, included
Weight: 3.2 oz/90.7 g
UPC: TCT572-W: 0 18436 00464 6 

TCT572-BK: 0 18436 00465 3 
TCT572-R: 0 18436 00466 0

Other: • Shatterproof 
• Backlit in blue 
• Extra-big digit 
• On/off button 
• Auto-off 
• Temperature guide 
• Loop

AVAILABLE
Now shipping

Model: TCT572
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